NOTES:
1. CONTRACTOR SHALL EXCAVATE PIT SUFFICIENT FOR PLACEMENT OF MANHOLE AND A MINIMUM OF TEN FEET (10') EXTENSION OF DUCTS PERPENDICULAR TO THE MANHOLE WALL PRIOR TO MOVING INTO DUCT TRENCH.

2. CONTRACTOR SHALL PROVIDE A MINIMUM OF TWELVE INCHES (12") GRAVEL BASE IN THE PIT PRIOR TO PLACING THE MANHOLE.

3. CONTRACTOR SHALL PROVIDE MANHOLE WITH MAXIMUM OF TWENTY-FOUR FACTORY-CONSTRUCTED HOLES FOR BOTH FOUR INCH (4.00") AND THREE INCH (3.00") DUCTS IN THE LOCATIONS NOTED.


5. CONTRACTOR SHALL PROVIDE ENTRANCE RINGS TO GRADE LEVEL AS REQUIRED WITH A MINIMUM OF ONE 12" RING REQUIRED.

6. CONTRACTOR SHALL PROVIDE BELL ENDS ON THE INSIDE OF THE MANHOLES DURING THE INSTALLATION.

7. CONTRACTOR SHALL PROVIDE GROUND ROD AND INSTALLATION IN BOTTOM OF MANHOLE IN MANNER DESCRIBED BY MANUFACTURER.

8. CONTRACTOR SHALL ASSURE THAT ALL CONSTRUCTION DEBRIS AND WATER IS REMOVED FROM MANHOLE PRIOR TO ACCEPTANCE BY THE UNIVERSITY.

9. CONTRACTOR SHALL PROVIDE A LADDER FOR THE MANHOLE AS PROVIDED BY MANUFACTURER.